SUPRA CHEMICALS

Factory : W-58-D , MIDC Ind. Area ,Thane-Belapur Road , Rabale ,Navi Mumbai – 400 701 . Tel 2769 2413 

Office : 4, Trimurti Apt., Dada Patil Wadi,Shivaji Nagar, Naupada, Thane (W)  Tel/Fax : 2540 1149
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MATERIAL SAFETY DATA SHEET
Date of Issue : - 01.01.2007
Trade Name : 4-Chloro-3-Sulfamoyl-1-Benzoic Acid

1. Identification of the product and of the company

Product Name

4-Chloro-3-Sulfamoyl-1-Benzoic Acid

Company  Name 

Supra Chemicals 

4, Trimurti Apartment, Shivaji Nagar,

Naupada, Thane – India

Pin. – 400602

Emergency Phone Number – 91-22-25401149
2. Composition / Information on ingredients

Chemical characterization of the substance / preparation

3 – (Aminosulfonyl) – 4 – Chloro – Benzoic Acid
CAS No. : 1205 – 30 -7

Einecs – No. 2148821

acid

3. Hazards Identification

Potential hazards :

This substance is classified as non-hazardous. However, the usual precautions for handling chemicals must be observed to avoid contact with the skin, eyes and respiratory tract. In case of contact with the product wash the eye immediately with running water and the skin with water and soap.
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4. First aid measures

After contact with the eyes :


Rinse eyes thoroughly with running water (approximately 15 minutes) and consult a physician if any symptoms persist.

After contact with the skin :


Rinse contaminated skin.

After inhalation :


Consult a physician if irritating symptoms develop and persist.

After ingestion accident :


If feeling sick consult a physician.

Acute / chronic effects and symptoms.
Notes to Physician : Nil

5. Fire Fighting measures

Extinguishing media, suitable :


All

Extinguishing media, not to be used :


No restrictions

Special advice in case of fire :


Cool container and metallic parts with a water spray jet

Hazardous products for combustion :


Carbon oxides, hydrogen chloride, nitrogen oxides, sulfur oxides

6. Accidental release measures

Must not be released into sewers, drains or wells

After spillage, leakage, gas leakage, small amounts:


Take up by mechanical means and dispose

Cleaning of equipment :


Wash with plenty of water.
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7. Handling and storage

Preventive protective measures (fire/explosion hazard):


Observe the usual precautionary measures required for chemicals with dust explosive properties

Protective measures, strong and handling :


Keep container tightly closed. Store container in cool and dry place.

8. Exposure control / personal protection

Industrial hygiene :

Do not breathe dust

Personal protection for open handling :

Respiratory protection ; in case of dust, use dust – mask

Eye protection : safety glasses

Hand protection : rubber gloves

Others : working clothes

9. Physical and Chemical properties
Form 


:  Solid

Color


: White Cream

Odor


: Characteristic, faintly

Melting Point 

: 2580 C

Boiling Point 

: not applicable (1013 hPa)

Sublimation temperature 
: not applicable (1013hPa)

Flash Point

: not applicable

Autoignition Temperature
: 3600 C

Vapour pressure 

: not applicable ( 200 C)

Viscosity 


: not applicable ( 200 C)

pH – value


: < 7 ( 200 C)

Solubility in water

: Water; sparingly soluble ( 200 C)

Partition coefficient 

(n-octanol/water) log Pow
: unknown ( 200 C)
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10. Stability and reactivity

Isoperibolic decomposition (>8 h) :
2200 C

Dynamic decomposition

  :
2800 C Reaction spontaneous exothermic

Hazardous decomposition products :
Poisonous gases / vapors

Dust explosion test :


Positive Method :  Geigy test

11. Toxicological information

Acute toxicity 

: LD50 oral : > 2000 mg/kg





 (Species : rat, Sex : both sexes, Duration : 336h)





 Method : OECD 401 * 1987 acute tox, oral

Irritation


: Skin : probably irritant ( )





  Eyes : probably irritant ( )

The substance may be absorbed through the skin.

12. Ecological elimination : 62% (aerobic , BOD)

        Initial concentration : 30 mg/1 28 d degradable in boil. Waste 

    water treatment plant 
   Method : OECD 302C * 1981 Mod. MITI  (II) (inherent)

          Fish toxicity

: LC50 : > 10 mg/1





 (Species : rainbow trout (salmo gairdneri, oncorhynchus

                                                  mykiss). Exp.time ; 96h)





 Method : OECD 202 * 1984 acute tox.

        Daphnia toxicity

: EC50 : > 10 mg/1





  (Species : activated sludge, Exp.time : 3h)





  Method : OECD 209 * 1984 activated sludge.Respir.inhib.

13. Disposal consideration

Local regulations should be adhered to.

Incinerationin an approved, controlled furnace with combustion gas scrubbing and emission gas control. Special treatment of scrubber water.

Disposal of empty containers :


For disposal local regulation is binding.
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14. Transport information

Regulations

Class


UN-Nr

PGr.

RID / ADR :

not classified

ICAO/IATA-DGR :
not classified

GGVSee/IMDG-Code :
not classified

15. Warranty 

The above information is believed to be correct but does not purport to be all inclusive and shall be used only as guide. The information in this document is based on the present state of our knowledge and is applicable to the product with regard to appropriate safety precaution. It does not represent any guarantee of the properties of the product. Supra Chemicals shall not be held liable for any damage resulting from handling or from contact with the above product. See reverse side of invoice or packing slip for additional terms and conditions of sale.
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